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Premium Fabric Reinforced Concrete Hose
Powertrack's Premium Fabric Reinforced Concrete Hose is
designed for concrete pumping. It is constructed with an
abrasion-resistant rubber lining and high-tensile textile
reinforcements. The cover is abrasion, weather, and 
ozone-resistant SBR/EPDM black rubber. The recommended
temperature range is -30°F to +180°F.

Premium Fabric Reinforced Concrete Hose Specifications:

Available fittings are: Victaulic 1-1/4" to 2", NPT and Heavy-Duty- all sizes.

T-REX Steel Reinforced Concrete Hose
Powertrack's T-REX Steel Reinforced Concrete Hose is
designed for concrete pumping. It is constructed with an
abrasion-resistant rubber lining and high-tensile spiral steel
wire reinforcements. The cover is abrasion, weather, and 
ozone-resistant SBR/EPDM black rubber. The recommended
temperature range is -30°F to +180°F.

Available fittings are: Heavy-Duty- all sizes and 5 Metric.

T-REX Steel Reinforced Concrete Hose Specifications:

Part Number 
I.D. 
Inch 

O.D. 
Inch 

W.P. 
(psi) 

B.P. 
(psi) 

Plies of 
Rein. 

Min. Bend 
Radius 

(in.) 
Lbs./ft. 

Premium-Fabric-24 1-1/2” 2.4” 1232 2464 4 15 1.0 
Premium-Fabric-32 2” 2.8” 1232 2464 4 20 1.4 
Premium-Fabric-40 2-1/2” 3.3” 1232 2464 4 25 2.0 
Premium-Fabric-48 3” 4.0” 1232 2464 4 30 2.8 
Premium-Fabric-56 3-1/2” 4.7” 1232 2464 4 35 3.5 
Premium-Fabric-64 4” 5.1” 1232 2464 4 40 4.0 
Premium-Fabric-72 4-1/2” 5.6” 1232 2464 6 45 4.5 
Premium-Fabric-80 5” 6.1” 1232 2464 6 50 5.2 
 

Part Number 
I.D. 
Inch 

O.D. 
Inch 

W.P. 
(psi) 

B.P. 
(psi) 

Plies of 
Rein. 

Min. Bend 
Radius 

(in.) 
Lbs./ft. 

T-REX-32 2” 2.7” 1450 2900 4 24 1.7 
T-REX-40 2-1/2”” 3.4” 1450 2900 4 28 2.5 
T-REX-48 3” 4.0” 1450 2900 4 36 3.4 
T-REX-64 4” 5.0” 1450 2900 6 42 5.7 
T-REX-80 5” 6.1” 1450 2900 6 50 6.5 
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Cobra Textile Reinforced Concrete Hose
Powertrack's Cobra Textile Reinforced Concrete Hose is
constructed using a smooth, highly abrasion-resistant rubber 
lining and high-tensile textile cord reinforcements. The cover 
is smooth, abrasion and weather-resistant rubber. The 
recommended temperature range is -30°F to +180°F.

Cobra Fabric Reinforced Concrete Hose Specifications:

Available fittings are: Victaulic 1-1/4" to 2", NPT and Heavy-Duty- all sizes.

Concrete, Plaster and Grout Hose
Powertrack's Concrete, Plaster and Grout Hose is
constructed using a smooth, highly abrasion resistant
rubber lining and high-tensile reinforcements. The cover is smooth, 
abrasion, and weather resistant rubber. The recommended 
temperature range is -30°F to +180°F.

Available fittings are: Heavy-Duty, Victaulic, and NPT- all sizes.

Concrete, Plaster and Grout Hose Specifications:

Part Number 
I.D. 
Inch 

O.D. 
Inch 

W.P. 
(psi) 

B.P. 
(psi) 

Plies of 
Rein. 

Min. Bend 
Radius 

(in.) 
Lbs./ft. 

Cobra1232-24 1-1/2” 2.28” 1232 2464 4 15 1.04 
Cobra1232-32 2” 2.76” 1232 2464 4 20 1.41 
Cobra1232-40 2-1/2” 3.31” 1232 2464 4 25 2.04 
Cobra1232-48 3” 4.02” 1232 2464 4 30 2.75 
Cobra1232-56 3-1/2” 4.46” 1232 2464 4 35 3.47 
Cobra1232-64 4” 5.12” 1232 2464 4 40 3.98 
Cobra1232-72 4-1/2” 5.59” 1232 2464 4 45 4.50 

 

Part Number 
I.D. 
Inch 

O.D. 
Inch 

W.P. 
(psi) 

B.P. 
(psi) 

Plies of 
Rein. 

Lbs./ft. 

PT-CPG-20 1-1/4” 1.9” 1200 2400 4 0.9 
PT-CPG-24 1-1/2” 2.2” 1200 2400 4 1.1 
PT-CPG-32 2” 2.8” 1200 2400 4 1.4 
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Trimmy Hose
The PT-Viper Hose is constructed of polyurethane extruded through
an aramid fiber reinforcement weave that conforms to ASME standards.

Viper Hose Specifications:

The PT46 Polyurethane Trimmy Hose is constructed of high-tensile
polyester reinforcement with an abrasion-resistant polyurethane tube
and cover.

PT64-Blue Hose Specifications:

Part Number 
I.D. 
Inch 

O.D. 
Inch 

Working 
Pressure 

(psi) 

Burst 
Pressure 

(psi) 
PT64-BLUE-48 3” 1.9” 450 900 
PT64-BLUE-64 4” 2.2” 450 900 
PT64-BLUE-80 5” 2.8” 450 900 
 

The PT45 PVC / Rubber Trimmy Hose is constructed of high-tensile
synthetic-woven yarn fused in tough abrasion-resistant, seamless 
synthetic nitrile rubber.

PT45-Yellow Hose Specifications:

Part Number 
I.D. 
Inch 

O.D. 
Inch 

Working 
Pressure 

(psi) 

Burst 
Pressure 

(psi) 
PT45-YL-48 3” 1.9” 250 500 
PT45-YL-64 4” 2.2” 250 500 
PT45-YL-80 5” 2.8” 250 500 

 

Part Number 
I.D. 
Inch 

O.D. 
Inch 

Working 
Pressure 

(psi) 

Burst 
Pressure 

(psi) 
PT-VIPER-48 3” 1.9” 1232 2464 
PT-VIPER-64 4” 2.2” 1232 2464 
PT-VIPER-80 5” 2.8” 1232 2464 
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Whip Check

Help protect your employees and equipment with Powertrack's Whip Check. The whip check
is constructed using a yellow nylon, 1" wide restraint strap with a twisted eye sown on each end.

Cable Whip Check

Part 

Number 
Length 

Hose Inside Diameter 
1/4" 1/2" 3/4" 1” 2” 3” 4” 6” 

Hose Maximum Internal Pressure (PSI) at above Hose I.D. 
HH-130 30” 26,000 6500 2900 1650 400    
HH-140 40”    1650 400 175 100  
HH-230 30” 52,000 13,000 5800 3300 750    
HH-244 44”    3300 750 350 200  
HH-264 64”     750 350 200 90 
HH-330 30”  32,000 14,000 8100 2000    
HH-344 44”    8100 2000 900 500  
HH-364 64”     2000 900 500 220 
HH-430 30”  42,000 18,000 10,500 2600    
HH-444 44”    10,500 2600 1160 650  
HH-464 64”     2600 1160 650 290 

 

Safety Cable Hose-To-Tool Service 

Cable 
Size 

Part 
Number 

Hose I.D. Length 
Max. 
W.P. 
(psi) 

1/8” PT-WSR-1 1/2" to 1/4” 20.25” 200 
3/16” PT-WSR-2 1/2" to 2” 28” 200 
1/4" PT-WSR-3 1-1/2” to 3” 38” 200 
3/8” PT-WSR-4 4” 44” 200 

Safety Cable Hose-To-Hose Service 
1/8” PT-WB-1 1/2" to 1/4” 20.25” 200 
3/16” PT-WB-2 1/2" to 2” 28” 200 
1/4" PT-WB-3 1-1/2” to 3” 38.25” 200 
3/8” PT-WB-4 4” 44” 200 

 



Metric Hydraulic Hose Kits

Hydraulic Hose Kit For
Schwing

Concrete Pumps

Hydraulic Hose Kit For
Putzmeister

Concrete Pumps

Hoses Included:

1.   (1pc.) 3/8” Braided Hose, 

20 feet, coupled L12

2.   (1pc.) 1/2” Spiral Hose, 

10 feet, coupled S16

3.   (1pc.) 5/8” Spiral Hose, 

10 feet, coupled S20

4.   (1pc.) 3/4” Spiral Hose, 

10 feet, coupled S25

5.   (1pc.) 1-1/4” Spiral Hose, 

7 feet, coupled S38

Hoses Included:

1.  (1pc.) 1/4” Braided Hose, 

20 feet, coupled L8

2.  (1pc.) 1/4” Braided Hose, 

20 feet, coupled L10

3.  (1pc.) 3/8” Braided Hose, 

20 feet, coupled L12

4.  (1pc.) 1/2” Spiral Hose, 

18 feet, coupled L15

5.  (1pc.) 5/8” Spiral Hose, 

18 feet, coupled L18

6.  (1pc.) 3/4” Spiral Hose, 

18 feet, coupled S25

7.  (1pc.) 1” Spiral Hose, 

18 feet, coupled S30

8.  (1pc.) 1-1/4” Spiral Hose, 

10 feet, coupled S38
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Custom hydraulic

hose available

upon request.

All end

configurations and

adapters available

as well.

Metric I.D. Kits

Part Number Description of Items Included in Kit

PTK-1581P ID Kit Complete Cap and Plug Kit for Putzmeister Concrete Pumps

PTK-1581S ID Kit Complete Cap and Plug Kit for Schwing Concrete Pumps

All kits contain metal plugs or caps in polypropylene clear boxes with ID labels for easy identification.

Braided Hose,

Braided Hose,

Braided Hose,
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Customize Your Hydraulic Hose Assembly

1. Choose hose I.D.     2. Choose working pressure     3. Pick fitting “A” for left side of hose

4. Pick fitting “B” for right side of hose     5. Choose the overall length     6. Call Powertrack

How to Order Custom Hose How to Order Custom Hose Assemblies:Assemblies:

Part
Number

Working Pressure (psi) of Hydraulic Hoses
Hose I.D. 1/4” 5/16” 3/8” 1/2” 5/8” 3/4” 1” 1-1/4” 1-1/2” 2”

R1T 2,750 2,500 2,250 2,000 1,500 1,250 1,000 625 500 375

R2T 5,000 4,250 4,000 3,500 2,750 2,250 2,000 1,625 1,250 1,125

1SN 3,265 3,120 2,610 2,320 1,890 1,525 1,275 915 725 580

2SN 5,800 5,100 4,800 4,000 3,600 3,100 2,400 1,800 1,300 1,160

R16 5,000 4,000 3,500 2,750 2,250 2,000

R17 3,045 3,045 3,045 3,045 3,045 3,045

R12 4,000 4,000 4,000 3,000 2,500 2,500

R9R 7,000 6,450 6,015 5,100 5,100 4,400 4,000 3,700 3,000

4SH 6,090 5,510 5,075 4,205 3,625

R13 5,000 5,000 5,000 5,000 5,000

R15 6,000 6,000 6,000 6,000

Available Fittings From Which To Customize Your Hose:
MP - Male NPT Solid MIX - Male Inverted Swivel
MPX - Male NPT Swivel MIX45 - Male Inverted Swivel 45° Elbow
FP - Female NPT Solid MIX90 - Male Inverted Swivel 90° Elbow
FPX - Female NPSM Swivel FBXF- Female British Swivel- Flat Face
FJX - Female JIC Swivel FBX - Female British Swivel
FJX45 - Female JIC Swivel 45° Elbow FBX45 - Female British Swivel 45° Elbow
FJX90 - Female JIC Swivel 90° Elbow FBX90 - Female British Swivel 90° Elbow
FJX90L - Female JIC Swivel 90° Elbow- Long Drop FBX90c - Female British Swivel 90° Elbow- Compact Type
MJ - Male JIC Solid- 37° Flare MBP - Male British Parallel
MS - Male SAE Solid- 45° Flare MBT - Male British Taper
FSX - Female SAE 45° Flare Swivel DKOL - Female Metric Swivel- Light Series
FSX90 - Female SAE 45° Flare Swivel- 90° Elbow DKOL45 - Female Metric Swivel 45° Elbow- Light Series
FG - Female Grease Thread Solid- 1/2î-27 DKOL90 - Female Metric Swivel 90° Elbow- Light Series
MORF - Male O Ring Face Seal DKOS - Female Metric Swivel- Heavy Series
ORFS - Female O Ring Face Seal DKOS45 - Female Metric Swivel 45° Elbow- Heavy Series
ORFS45 - Female O Ring Face Seal- 45° Elbow DKOS90 - Female Metric Swivel 90° Elbow- Heavy Series
ORFS90 - Female O Ring Face Seal- 90° Elbow CEL - Male Metric- Light Series
ORFS90L - Female O Ring Face Seal- 90° Elbow- Long Drop CES - Male Metric- Heavy Series
ORB - Male O Ring Boss FJIX - Female Swivel- Japanese Industrial Standard
SFL - SAE Flange- Low Pressure (Code 61) FKX - Female Swivel- Japanese Komatsu Type
SFL45 - SAE Flange 45° Elbow- Low Pressure (Code 61) SFK - Split Flange- Komatsu Type
SFL60 - SAE Flange 60° Elbow- Low Pressure (Code 61) SFK45 - Split Flange 45° Elbow- Komatsu Type
SFL90 - SAE Flange 90° Elbow- Low Pressure (Code 61) SFK90 - Split Flange 90° Elbow- Komatsu Type
SFH - SAE Flange- High Pressure (Code 62) PW - Pressure Washer
SFH45 - SAE Flange 45° Elbow- High Pressure (Code 62) KW - Pressure Washer Kaercher
SFH90 - SAE Flange 90° Elbow- High Pressure (Code 62)
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Concrete Hose Clamps

*Victaulic and Metric Clamps available upon request.

Concrete Hose Gaskets

Part Number 
System I.D. 
Size Inch 

End Type Lbs./ft. 

SC15RG 1-1/2” Heavy-Duty 2.45 
SC20RG 2” Heavy-Duty 3.50 
SC25RG 2-1/2” Heavy-Duty 3.80 
SC30RG 3” Heavy-Duty 4.70 
SC40RG 4” Heavy-Duty 9.50 
SC50RG 5” Heavy-Duty 11.80 
SC30ADJ 3” Heavy-Duty Adjustable 7.00 
SC40ADJ 4” Heavy-Duty Adjustable 11.00 
SC50ADJ 5” Heavy-Duty Adjustable 12.00 

 

Heavy-Duty Forged
Snap Couplings

 for concrete 
pumping systems.

Part Number 
System I.D. 
Size Inch 

End Type Lbs./ft. 

G20HD 2” Heavy-Duty 0.12 
G25HD 2-1/2” Heavy-Duty 0.12 
G30HD 3” Heavy-Duty 0.16 
G40HD 4” Heavy-Duty 0.28 
G50HD 5” Heavy-Duty 0.30 

 *Victaulic and Metric Gaskets available upon request. Heavy-Duty Gaskets
for concrete 

pumping systems.

Part Number Size Description 
1-1/2” HD WELD-ON 1-1/2” Heavy-Duty 

2” HD WELD-ON 2” Heavy-Duty 
2” VIC WELD-ON 2” Victaulic 

2-1/2” HD WELD-ON 2-1/2” Heavy-Duty 
3” HD WELD-ON 3” Heavy-Duty 
4” HD WELD-ON 4” Heavy-Duty 
5” HD WELD-ON 5” Heavy-Duty 
6” HD WELD-ON 6” Heavy-Duty 

 

Weld-On Adapters
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Elbows - Standard and Reducing

Placement Pipe
Powertrack's Placement Pipe available with a variety of wall thickness, both 
hardened and non-hardened and is supplied with heavy-duty fittings. Other end types 
are available upon request.

Reducers

Part Number Length Description 
CR-20HX15H 15 2” Heavy-Duty x 1-1/2” Heavy Duty Reducer 
CR-25HX20H 18 2-1/2” Heavy-Duty x 2” Heavy Duty Reducer 
CR-25HX20H 36 2-1/2” Heavy-Duty x 2” Heavy Duty Reducer 
CR-25HX20H 36 2-1/2” Heavy-Duty x 2” Victaulic Reducer 
CR-30HX20H 12 3” Heavy-Duty x 2” Heavy Duty Reducer 
CR-30HX20H 36 3” Heavy-Duty x 2” Heavy Duty Reducer 
CR-30HX25H 36 3” Heavy-Duty x 2-1/2” Heavy Duty Reducer 
CR-30HX25H 39 3” Heavy-Duty x 2-1/2” Heavy Duty Reducer 
CR-40HX30H 36 4” Heavy-Duty x 3” Heavy Duty Reducer  
CR-40HX30H 39 4” Heavy-Duty x 3” Heavy Duty Reducer 
CR-50HX40H 36 5” Heavy-Duty x 4” Heavy Duty Reducer 
CR-50HX40H 36 5” Metric x 4” Heavy Duty Reducer 

 

Part Number Arc Description 
CE-20HX20H-45 45° 2” Heavy-Duty x 2” Heavy Duty Elbow 
CE-20HX20H-90 90° 2” Heavy-Duty x 2” Heavy Duty Elbow 
CE-25HX25H-45 45° 2-1/2” Heavy-Duty x 2-1/2” Heavy Duty Elbow 
CE-25HX25H-90 90° 2-1/2” Heavy-Duty x 2-1/2” Heavy Duty Elbow 
CE-30HX30H-45 45° 3” Heavy-Duty x 3” Heavy Duty Elbow 
CE-30HX30H-90 90° 3” Heavy-Duty x 3” Heavy Duty Elbow 
CE-40HX40H-45 45° 4” Heavy-Duty x 4” Heavy Duty Elbow 
CE-40HX40H-90 90° 4” Heavy-Duty x 4” Heavy Duty Elbow 
CE-50HX30H-45 45° 5” Heavy-Duty x 5” Heavy Duty Reducing Elbow 
CE-50HX40H-90 90° 5” Heavy-Duty x 5” Heavy Duty Reducing Elbow 
CE-50MX40H-90 90° 5” Metric x 4” Heavy Duty Reducing Elbow 

 

All Elbows are heat-treated
and case hardened.

All Reducers are heat-treated
and case hardened.



www.powertrackhose.com     1-800-365-1577 sales@powertrackhose.com9

Sponge Balls

Shotcrete Nozzle Assemblies

Part Number Size Description 
2” Sponge-Ball-Med 2” 2” medium sponge ball 

2-1/2” Sponge-Ball-Med 2-1/2” 2-1/2” medium sponge ball 
3” Sponge-Ball-Med 3” 3” medium sponge ball 
4” Sponge-Ball-Med 4” 4” medium sponge ball 
5” Sponge-Ball-Med 5” 5” medium sponge ball 

5” Sponge-Ball-Hex-Med 5” 5” medium hex sponge ball 
6” Sponge-Ball-Med 6” 6” medium sponge ball 

 

Soft and Hard
available upon request.

Concrete Pump Primer
Protect the inside of concrete pumping lines and prevent
concrete from plugging by using concrete pump primer.
Available in individually wrapped packets or by bucket. This 
non-alkaline concrete primer is supplied in powder or liquid
form, is biodegradable, and is compatible with all kinds of 
pumps.

-Nozzle assemblies made available in Heavy Duty, Victaulic or NPT connections.
-Ultra light.
-Housing body available in aluminum or steel conection.

Part Number Size Description 
SHOTCRETE-NOZZLE-32 2” 2” Full Shotcrete Nozzle Assembly 
SHOTCRETE-NOZZLE-40 2-1/2” 2-1/2” Full Shotcrete Nozzle Assembly 
SHOTCRETE-BOOT-32 2” 2” Shotcrete Nozzle Boot - Standard 

SHOTCRETE-BOOT-32L 2” 2” Shotcrete Nozzle Boot – Long 
SHOTCRETE-BOOT-40 2-1/2” 2-1/2” Shotcrete Nozzle Boot - Standard 

 

Wall Hooks

Part Number Description 
WALL HOOK Shotcrete Nozzle Wall Hook 
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Spiral GuardSpiral Guard

Powertrack’s Spiral Guard protects hose, cable, wire, and rope against rubbing, crushing, chaffing,

ultraviolet, and other environmental hazards. Spiral Guard is self-lubricating and easy to install while making

hose assemblies, after assembly is complete, or after installation. Radius machined on all edges inside and

out eliminates cuts to hands, snagging, and protects hoses from sharp edges when bending and when

bundling lines together. Constructed with a heavy wall, high density, high tensile, thermal plastic, polyethylene

resin HDPE. The temperature range is -180ºF (brittleness temp.) to +257ºF (softening point).

Part Number I.D. 
(inches) Length

SPIRAL GUARD-08 1/2” 100’ Coil

SPIRAL GUARD-10 5/8” 100’ Coil

SPIRAL GUARD-12 3/4” 100’ Coil

SPIRAL GUARD-16 1” 100’ Coil

SPIRAL GUARD-20 1-1/4” 100’ Coil

SPIRAL GUARD-24 1-1/2” 100’ Coil

SPIRAL GUARD-32 2” 100’ Coil

SPIRAL GUARD-40 2-1/2” 50’ Coil

SPIRAL GUARD-48 3” 50’ Coil

SPIRAL GUARD-56 3-1/2” 40’ Coil

SPIRAL GUARD-64 4” 30’ Coil

SPIRAL GUARD-80 5” 25’ Coil

SPIRAL GUARD-96 6” 20’ Coil

Available in the following colors:
Black, Blue, Yellow, Green, Red, Hi-Visibility

Orange, Cat Yellow, and Grey

Power SleevePower Sleeve

Powertrack’s Power Sleeve is ideal for field or shop fitting of hose

sleeving in various lengths. The Power Sleeve is offered in 150

foot bulk rolls of reusable sleeve material. Constructed of 1050

ballistic nylon with a urethane coating, this product features a 

specially designed hook & loop closure. The Powertrack Power

Sleeve can be cut either with a knife or a thermal cutter to any

length for your specific application.
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Jackhammer Hose Assemblies
Powertrack's Jackhammer Hose Assemblies are available in
coupled lengths, wrapped, with crimped universal air couplings in 
50 foot sections. Other lengths and crimped-on fittings are available 
upon request. Construction consists of a smooth, seamless EPDM/NBR 
black rubber tube and braided polyester reinforcements. The abrasion 
and ozone-resistant cover is smooth, seamless EPDM/SBR. Standard
color is red, but also available in yellow, blue, green, or grey with a 
5,000 foot minimum order. The recommended temperature range is 
-30°F to +180°F.

Contractor's Water Hose Assemblies

Powertrack's Contractor's Water Hose Assemblies are available with brass
ferrules and heavy-duty Garden Hose (GHT) fittings in coupled lengths of 50 feet.
Other lengths and fittings are available upon request. The tube construction is 
smooth, seamless, black synthetic-blended rubber. Reinforcements are composed 
of high-strength polyester yarn. The cover is smooth, seamless, black/red synthetic-
blended rubber. The recommended temperature range is -30°F to +180°F.

Contractor's Water Hose Specifications:

I.D. 
Inch 

O.D. 
Inch 

Working 
Pressure 

(psi) 

Lbs. per 
Foot 

3/4” 1.1” 300 0.4 
 

Part Number 
I.D. 
Inch 

O.D. 
Inch 

Working 
Pressure 

(psi) 

Burst 
Pressure 

(psi) 
PT-13-BKCWH 5/8” 1.0” 150 525 
PT-13-BKCWH 3/4" 1.1” 150 450 

 

*Custom lengths available
upon request.
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Gunite Hose

Powertrack's Gunite Hose is designed for pumping concrete
and dry sand. It is constructed with a SBR, tan, non-marking 
abrasion and ozone-resistant cover and a tan rubber tube.
Reinforcement consists of high-tensile textile cords with anti-static
wire. The recommended temperature range is -22°F to +176°F.

Concrete, Plaster and Grout Hose Specifications:

Part Number 
I.D. 
Inch 

O.D. 
Inch 

W.P. 
(psi) 

Plies of 
Rein. 

Lbs./ft. 

PT-GUNITE-16 1” 1.6” 150 4 0.8 
PT-GUNITE-20 1-1/4” 2.0” 150 4 0.9 
PT-GUNITE-24 1-1/2” 2.3” 150 4 1.1 
PT-GUNITE-32 2” 2.8” 150 4 1.7 
PT-GUNITE-40 2-1/2” 3.3” 150 4 2.3 
 

Brass, Swivel, and Flanged Couplings are available for the Gunite Hose.

Brass Hose Couplings Swivel Hose Couplings Flanged Couplings



Powertrack International, LLC has been supplying industrial hose and fitting products
since 1974. Our continued success directly correlates to Powertrack's primary interest,
customer satisfaction.

     Hydrant Adapters                      Hydrant Wrenches                             Pipes

      Metric Adapters                            Sponge Balls                            Concrete End
                                                                                                                  Fittings

    American Adapters                          Nozzles                                   Metric I.D. Kit

Contact Powertrack International

1-800-365-1577
www.powertrackhose.com

sales@powertrackhose.com


